1. WHEN PARAPET WALL EXCEEDS 24" IN HEIGHT, REFER TO DURAFLEX TG SBS HIGH WALL FLASHING DETAIL.

2. MASONRY WALLS TO BE PRIMED AS REQUIRED PRIOR TO FLASHING. WOOD WALLS REQUIRE BASE SHEET NAILED TO WALL 8" O.C. ALONG TOP AND LAPS, ONE PER S.F. FIELD.

3. SBS MODIFIED BITUMEN BASE FLASHING TURNED OVER EDGE AND EXTENDED BELOW BLOCKING OR A MINIMUM OF 1 1/2" (38 MM), WHICHEVER IS GREATER.

4. CONTINUOUS WEATHERPROOF MEMBRANE ON TOP OF WALL TURNED DOWN BOTH SIDES. OPTIONAL IF BASE FLASHING IS TURNED OVER OUTSIDE FACE. REFER TO DETAIL INSET.

5. FASTEN SBS MODIFIED BITUMEN BASE FLASHING WITH FASTENERS APPROX. 8" O.C. REFER TO DETAIL INSET.

6. DURAFLEX ALUM MAY BE USED FOR FLASHING MATERIAL IN LIEU OF HEAT WELDED SBS FLASHING MEMBRANE.